
T: 0115 896 5311 E: SALES@PARKSAFEGROUP.COM W: PARKSAFEGROUP.COM

Parksafe - Product Specification Sheet

Key Specification:

Additional Specification:

Approvals & Certifications:

Box Contents:

Date Created:

Last modified:

Specification Sheet 
Number:

Version:

Box  Dimensions (WxDxH):

PSOD008-LIVE INTELLIGENT 8CH HD MDVR 4G

PSOD008-LIVE

The Intelligent Waterproof 8CH HD MDVR All-in-one device adopts 
H.264/H.265 compression technology and supports real time remote 
monitoring, which makes fleet monitoring more efficient. 
It can be combined with ADAS and DMS, Blind spot monitoring or 
360° around view function which allows the driver to have a safer 
drive without spending extra money on separate installations.

Operating System: Linux 
Voltage: 10 ~ 32V 
Max 60W; Standby 100mW 
Operating Interface: Graphical menu operation interface (OSD) 
CVBS Output: 1ch 6pin aviation connector PAL / NTSC 
VGA Output: 1ch VGA output, 1080p 
Video Standard: PAL:25fps / NTSC:30fps 
Compression: H.264 Main Compression 

E Mark, CE

Audio Input: 8 Channels 
Audio Output: 2 Channels 
Record Format: Synchronized Video & Audio recording 
Audio Compression: ADPCM 
Image Resolution: 8*1080p (1920 x 1080p) 
Image Resolution: 1 ~ 8 Level adjustable 
Video Bit Rate: 128kbps ~ 6Mbps / Channel 
Storage: 56 ~ 1800MB (Channel / Hour) 
Playback Resolution: 8*720p or 4*1080p  
            (Encoding & Decoding at the same time) 
Audio Bit Rate: 32kbps 
Storage: 2.5” SATA SSD x 1, Max 4 TB; SD Card x 1, Max 128GB 
Alarm Input: 6 Channels 
Alarm Output: 2 Channels 
Motion Detection: High/Middle/Low Sensitivity, Adjustable 
 

MDVR; Manual; 4G/Wi-Fi/GPS Antenna; Remote control; 2 Keys;  Power Cable; RS485/232 Cable; 5 pin 
Can Cable; Alarm Cable; 4pin Extension Cable; Dust covers (4lg / 14sml); LAN Cable; CCTV sticker.
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