
Installation Instruction Sheet 
Product: 
Vehicle: 
Position: 

The below steps are provided as a guide to good practice when installing our products. All measurements should be checked by the 

installer prior to drilling door. Suitable safety equipment should be worn at all times during the installation. Test OE locking and latch 

functionality before commencing installation. 

Whilst we have prepared these instructions with integrity, care and believe all information to be true, 

these are supplied for guidance only. The installer should check and confirm measurements prior to 

drilling or cutting. We reserve the right to change/amend or update these instructions without notice. 

This specification is the intellectual property of Trade Vehicle Locks LTD 

Replock 
Ford Connect 2014 > 
Drivers Door 

1. Remove the rubber grommet from the door using a screw driver or similar tool.  (Fig 1.)

2. Using a T25 screw driver, remove the retaining bolt and gently pull the lock assembly away from

the door. (Fig 2.) 

3. Using a flat bladed screw driver or similar tool, gently prise the plastic top from the lock

assembly. (Fig 3.)

4. Using a small punch and hammer, gently punch the 1st retaining pin, and then gently remove

using needle nose pliers. (Fig 4.)

5. Using a 3.5mm, CAREFULLY drill as shown, just enough to go through the lock housing. (Fig 5.)

6. Using a pin punch or similar tool, lightly push the 2nd lock retaining pin through the lock housing

and remove through the square aperture using a pair of needle nose pliers. (Fig 6.)

7. Withdraw the OE lock barrel and metal slide from the lock housing as shown. (Fig 7.)

8. Remove the rubber ‘O’ Ring and  metal slide from the OE lock as shown. (Fig 8.)

9. Fit the rubber ‘O’ ring to the RepLock cylinder, and place the metal slide on the RepLock as

shown. (Fig 9.)

10. Fit the Replock and metal slide into the lock housing as shown. (Fig 10.)

11. Using a small punch, re-insert the 1st retaining pin as shown. (Fig 11.)

12. Using a pair of needle nose pliers, insert the 2nd retaining pin into the lock housing through the

square aperture. (Fig 12.)

13. Place the plastic cap onto the front of the lock housing and press firmly until a soft click can be

heard. (Fig 13.)

14. Place the full lock assembly back into the door, and secure into place using the T25 screw

removed earlier. Re-fit the rubber grommet removed in step 1. (Fig 14.)
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Lock kit 
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2x 1x 

Hykee Key Replock Insert Barrel 
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